Technical specifications

The pneumatic distributor MagicSem has
been designed to correctly

distribute seeds in the ground at a
consistent, accurate distance.

It is entirely made of certified plastic which
ensures excellent thermostability

and dimensional stability, including where
there is a considerable change
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MagicSem advantages
- Fast sowing speed

- Regular, uniform seed
distribution

- Different sized seeds
distributed with the same disc
- No seed breakage

- Reduced transmission force
- High vacuum volume

MagicSem distributor unit
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selector for

Seed selector
Highly precise
selector, avoiding
multiple seeds
passing through

Sowing disc
Available in
different
diameters and
with different

Hole separation blade

This exclusive technical feature by MaterMacc divides
the disc hole into two parts, meaning that

seeds with a pointed shape - such as sunflower seeds
or some varieties of maize - do not get

stuck in the hole. This stops them from being damaged.

MagicSem distributor cover

Agitators

They form part of the
disc-holder plate and allow
the disc to rotate without

Plastic distributor

It is entirely made of
certified plastic
which ensures
excellent
thermostability

and dimensional

Sowing disc housing

In MaterMacc distributors, the disc
rests on the disc-holder plate;

this reduces friction on the gasket to a
minimum and ensures that

Maize, soya,
sunflower seed
bulkhead

Reduced outlet
bulkhead for very
small or loose



